
 

Florham Park Borough Construction Department 

111 Ridgedale Ave. 

Florham Park, NJ 07932 

973-410-5350 (Fax) 973-410-5490 

APPLICATIONS FOR DEMOLITION OF DWELLINGS 

 MUST INCLUDE THE FOLLOWING: 

1. Closure letters from all utilities connected to the structure, including but not limited to 
the following: 

a. Electric (JCPL) 
b. Gas (PSEG) 
c. Sewer Dept. 
d. Water Dept. 

2. Rodent Abatement Letter dated 10 days prior to demolition 
3. Signed and dated letter stating the following: 

a. Either a permit application to remove OR a letter stating there are no UST’s on 
the property 

b. There is no asbestos present in the home (From Licensed Asbestos Abatement 
Co.) 

c. There will be no trees cut OR a copy of the approved Tree Removal Permit 
d. A Letter stating you have informed both the Fire & Police departments of 

impending demolition 
4. If Applicable, Approval from Morris County Soil Erosion if disturbing over 5000 sq. ft. 

(see enclosed) 
5. Completed Building Subcode and Permit Application Folder 
6. A 6’ chain link securable fence shall be installed before the demolition takes place and 

shall remain until new home is backfilled, framed, sheathed, secured and approved by 
the Construction Official. 

7. If new foundation is not to be excavated immediately, then property is to be filled, 
leveled, seeded and maintained properly until new construction takes place in 
accordance with the municipal maintenance code 

NOTE: MUST INSTALL 6 ft chain link fence, per ordinance No. 13-15, around the perimeter of 
excavation site prior to commencement of work.  
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Water Service Line requirements for demolition: 
 
The Florham Park Water Department will locate your curb box and shut off  your water. 
We are only responsible up to that point. 
 
1. A 24 hour notice is required for the inspection of the disconnected water line.  

 
2. The utility requires  2’ away from the curbox to disconnect towards the house. 

 
3. The location of the cut line must be clearly marked with a stake after the backfill. 

 
4. A Re-Connection fee payable to the Florham Park Water Utility is due at the time of 
permits. Please provide the utility with your name and mailing address for an invoice. 

 
5. When the water service is reconnected to the curb box, a re-connection inspection 
must be completed. Notice is required for the inspection. 

 
**If you need temporary water, must install your own temporary shut off valve or spigot. It 
must be protected from weather conditions and vandalism. Contact us for temporary water 
fees. All fees are due at the time of permits. 
 
 
 
 
 
Thank you. 
 
 
 
 
Alex Zipeto 
Florham Park Water Department 
111 Ridgedale Ave. 
Florham Park, NJ  07932 

              acangiano@fpboro.net  



 
 

Sewer Line requirements for demolition: 
 

We may be able to provide a sketch which is for informational purposes only to aid you in 
the location of the line. 

 
1. A minimum 24	hour	notice	is required for the inspection of a capped sewer line by 

the Florham Park Sewer Utility. A sewer inspection form will be filled out when it is 
completed and the Building Department will be notified. 

 
2. The FPSU is now requiring a cleanout to be installed at the place of the disconnect. 

The Utility requires the 4” sanitary sewer lateral cleanout to be temporarily 
sealed with a 4” rubber test cap located 1’ foot from the right-of-way line, outside 
the right-of-way. 

 
3. The location of the capped line must be clearly marked with a raised cleanout after 

the backfill. 
 
4. A Re-Connection fee payable to the Florham Park Sewerage Utility is due at the time 

of permits. Please provide the utility with your name and mailing address for an 
invoice. 

 
5. When the sewer lateral is reconnected to the main, a re-connection inspection must 

be completed. A 24	hour	notice	is required for the inspection by the Florham Park 
Sewer Utility. In	order	to	successfully	pass	the	re‐connection	inspection,	the	
house	sewer	connection	diagram	must	be	completed	during	or	before	the	
inspection	for	future	cleanout	reference.	It can be returned to the Florham Park 
Sewer Utility at PO Box 131, Florham Park, NJ 07932 or via email to 
sherold@fpboro.net. 

 

 
Thank you, 

 
 

Joseph DePasquale 
Florham Park Sewerage Utility 
P.O. Box 131 
31 Vreeland Road 
Florham Park, NJ 07932 



FLORHAM PARK SEWERAGE UTILITY 
FIELD LOCATION OF HOUSE SEWER CONNECTION 

 
 
Name of Owner:____________________________  Date:____________________ 
 
Block and Lot:________________   Address:___________________________________ 
 
 
Instructions: Indicate in the sketch below the route of the house sewer, measurements, type of line, 
depth, clean outs, elbows, bends, any obstructions (such as trees, utility poles, shrubs, hydrants, 
driveways, etc.), location of the FPSU main sewer line and measurements from each corner of the 
building’s foundation to the cleanout located at the curb line.  Please add any detached buildings or 
identifying elements of the house structure to the sketch below. Return sketch to the FPSU at PO Box 
131, Florham Park, NJ 07932 or via email to sherold@fpboro.net 
 
 
 



 
 

 

 

BOROUGH OF FLORHAM PARK 

111 RIDGEDALE AVENUE, FLORHAM PARK, NEW JERSEY 07932 

Engineering Contact: Kayla Kaplan 
Telephone: 973-410-5334    Email: Kkaplan@fpboro.net 

Construction Contact: Kristin Linden 
Telephone: 973-410-5350     Email:Klinden@fpboro.net 

CONSTRUCTION APPROVAL CONDITIONS 

 

1. The Engineering Department shall be contacted prior to dry well installation for 
inspection. At time of inspection the drywell shall be excavated with chamber, fabric 
and stone on site. Roof leaders shall be immediately tied into drywell upon 
installation to prevent unnecessary storm water runoff to neighboring properties.  

2. Soil erosion sediment control measures such as silt fences, hay, hay bale, etc.  shall be 
implemented surrounding any disturbed soil within 30 days, or sooner if imminent 
weather requires. Soil erosion sediment control measures shall be maintained 
throughout construction and may be subject to inspection. (Additional information 
can be found at https://mcscd.org)  

3. No trees shall be removed without a previously approved Tree Removal Application. 

4. No grade changes permitted unless clearly shown in approved plans. 

5. As per Borough Code § 208 2-21 a Road Opening Permit is required for any changes to 
street, sidewalk and any curbing, as well as driveway ingress curbing. The Engineering 
Department shall be contacted for inspection during this work. Any damaged curb or 
sidewalk shall be repaired prior to permit closure. 

6. Borough Trees and existing trees shall be protected to prevent damage to trunk and 
compression of soil underneath tree drip line throughout construction. 

7. CONSTRUCTION SITES MUST COMPLY with Florham Park Ordinances Chapter 155 
Noise, 159 Nuisances, 250-27 Prohibited Uses and 188-23 & 24 Maintenance. 

REVIEW AND SIGN ON REVERSE SIDE 

 

 

mailto:Kkaplan@fpboro.net
https://mcscd.org/


 
 

 

 

CONSTRUCTION SITE MAINTENANCE 

The following are some key items to be aware of during construction: 

o 6’ high fence MUST be installed around entire perimeter of the construction 
site (i.e New construction, additions & pools) and shall not be removed until 
Construction Official grants approval. 

o All sites shall be graded and maintained to prevent accumulation of stagnant 
water for more than 72 hours 

o NOISE- Must comply with FP Ordinance 155-6 

 Operation of equipment and power tools is only allowed in a residential 
area between the hours of 7 A.M. – 6 P.M. weekdays, and 9 A.M. – 6 
P.M. on weekends and holidays 

o ALL sites MUST be maintained in a clean, safe and sanitary condition (must 
provide working bathroom facility or portable toilet) 

o Outdoor Storage of Building Supplies or equipment on an INACTIVE 
Construction site is prohibited under 250-27 

o Weeds, brush, refuse and garbage etc. must be removed or contained in a 
trash receptacle. Grass MUST be cut (no more than 6” high) 

o Sidewalks and paths including those in the public easement, must be 
maintained in a proper state of repair and kept clear from hazardous 
conditions. 

o Ground surface hazards such as holes, excavations, projections, obstructions 
should be properly marked and protected until hazard has been eliminated. 

o Snow & ice must be removed from sidewalks & walkways promptly, no later 
than 48 hours after the storm 

 

 
 

Owner/Agent (Print)                                                      Signature                              Date                             Contact # 

Failure to comply with any of the above may result in the issuance of a municipal summons requiring an 
appearance in court and may lead to a monetary penalty. 

 





 
Florham Park Construction Office 

Phone 973-410-5350 Fax 973-410-5490 

Kevin Guilfoyle, Construct ion Official 
KGuilfoyle@fpboro.net or 973-410-5352 

  Kristin Linden, KLinden@fpboro.net  Technical Assistant to the Construction Official  
 Kayla Kaplan, Kkaplan@fpboro.net  Zoning Official 973-410-5334 

 
Permit applications accepted daily from 9:00 am to 4:00 pm.  
Please email all inspection requests to klinden@fpboro.net and myannotta@fpboro.net  
Inspection requests require the following information: 
1) Permit number 
2) Type of inspection requested (Building, Electrical, Plumbing, Fire) 
3) Preferred day(s) of inspection 
4) Name and phone number of the person allowing access 

Minimum of 24 hour notice for all inspection requests, ALL TIMES ARE APPROXIMATE: 
Building inspections are Monday - Friday 8 am to 4 pm 
Fire inspections are Mon & Fri   7:30- 11:30 am Tues - Thurs. 12:30pm- 4:30 pm 
Electrical inspections are Mon/ Wed/ Fri   11:30 am to 3:30 pm Tuesday 7:30-11:30 am 
Plumbing/Mechanical inspections are Monday thru Thursday 11 am to 4 pm. 
 
Please be aware that due to the volume of Construction inspections, we cannot give exact times 
for these inspections. 
Contractors MUST INSTALL 6 ft. chain link fence, per Ordinance NO. 13-15 around perimeter 
of excavation site prior to any work. Do NOT remove fence until Construction Official grants 
approval of removal. Required inspections pursuant to N.J.A.C. 5:23-2.18 for all new buildings, additions, 
renovation, alterations: 
1) Footing inspection-bottom of the trench PRIOR to pouring of concrete (MUST provide soil 

compaction report at inspection) 
2) Foundation inspection PRIOR to the placement of backfill. 

2 a) Foundation Location Survey REQUIRED for new construction PRIOR to framing 
3) Slab inspection PRIOR to placement of concrete 
4) Electrical rough wiring 
5) Plumbing rough installations 
6) Fire Rough inspection 
7) Framing inspections AFTER rough electric/plumbing/Fire passed-PRIOR to insulation 
8) Insulation inspection PRIOR to sheetrock 
9) Final electric, final plumbing, final fire inspections 
10) Final building inspections 
11) No Certificates of Occupancy shall be issued PRIOR to submittal & Approval of Final As Built 

Survey and final surface grading inspection approvals by Borough Engineer M. Sgaramella 
(973-410-5473 or K. Kaplan x5334) & Morris County Soil District, Sheila Hall (973-285-
2953). 

 
Failure to comply with the above required inspections as indicated in N.J.A.C. 5:23-2.18 will result in 

administrative penalties of not more than $2000.00 as permitted in N.J.AC. 5:23-2.3 lb 

mailto:KLinden@fpboro.net
mailto:Kkaplan@fpboro.net
mailto:klinden@fpboro.net
mailto:myannotta@fpboro.net


  
 
 
 
 
 

The following is a list of certifications that you may be required to submit to the Building 
Department during the course of your project. 

 
All information must be forwarded to the Building Inspector shortly after being requested in 
order to avoid any project delays. 

 
1. List of Special Inspectors with copy of DCA License 
2. All soil compaction reports, footing, slab, etc. BEFORE footing inspection 
3. Report from engineer re footing & foundation re-bar installation (Commercial & Multi unit 

residential) 
4. Report from engineer re slab design to include reinforcing (Commercial only) 
5. Foundation location survey (ALL new buildings and any BOA Approved Additions 

(Residential AND Commercial) MUST be received at framing inspection 
6. Concrete compressive strength 7 to 28 day report (Commercial and multi-unit residential) 
7. Wooden truss report to include installation as per design and any and all repairs made 

(Commercial and multi-unit residential) 
8. Steel report to include all welds, bolting and decking (Commercial) 
9. Fire Stopping, Fire proofing and draft stopping depending on magnitude of project, 

certified by architect (Commercial and Condo) 
10. Any modular units or pre-fabricated panels (i.e. superior walls, modular) Certifications 

by Engineer & Manufacturer (Residential, Commercial & Condos) 
11. Copies of any warranties for certain types of roof covering systems (New Commercial) 
12. HVAC balancing report (New Commercial) 
13. Energy Efficiency Certificate (Residential) 
14. Home Warranty (Residential) 
15. Height certification included on final as-built survey 

 
Additional information may be necessary prior to the issuance of a Certificate of Occupancy 

 
 
 
 

Kevin Guilfoyle 
Construction Official 

Florham Park Construction Department 
111 Ridgedale Ave. 
Florham Park, NJ 07932 
Ph. - 973-410-5350 Fax - 973 -410-5490 
Kevin Guilfoyle, Construction Code Official 
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